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THE KUBIX™ HRV: SAVINGS FROM EVERY ANGLE!

The Kubix™ HRV is the ideal choice for condominiums, apartments
and other limited space applications that require up to 70 cfm of
continuous ventilation. With its compact size and 4-inch vertical ports,
it can be installed in small spaces such as a closet or mechanical room
above a hot water tank.

At just 30 Ib. (13.6 kg), it can be installed without opening the unit

Features integrated hooks to simplify installation

Removable terminal block to ease auxiliary wall control connections

« Dehumidistat control included

REPAIRS AND MAINTENANCE

All parts of the Kubix™ HRV that could need maintenance can be
removed in less than five minutes, allowing direct access for easy
repairs. The PSC motor is permanently lubricated.

WARRANTY

The Kubix™ HRV is protected by a 2-year warranty on parts only. The
heat recovery core is covered by a limited lifetime warranty, with the
original proof of purchase.

Available at:

HEAT RECOVERY VENTILATOR

Controls

« This unit is very simple to operate. Once it is installed, press on its
push button, located on the unit top left side, to control it.

In addition to the included Dehumidistat control, the following
auxiliary wall controls can be added:

- 20-min. Lighted push button no. 12030
- 60-min. Mechanical timer no. 00910
- Dehumidistat no. 11297

For more details about controls, refer to their specification sheet on
www.venmar.ca.

Options
- Complete line of registers and diffusers

« Exclusive wall mounting bracket no. 19255

Defrosting System

The Kubix™ HRV defrosts on a fixed cycle of 25 minutes air exchange
and 5 minutes defrost, independent of the outside temperature.

Heat Recovery Core

Dimensions: 10”x 10" x 5.5”
(25.4cmx25.4cmx 14 cm)

Exchange surface: 42.3 ft.? (3.9 m?)
Weight: 4 Ib. (1.8 kg)

Material: Polypropylene

Type: Cross flow

Warranty: Limited lifetime

Requirements and standards

« Complies with the UL 1812 requirements regulating the installation
of Heat Recovery Ventilators

« Complies with the CSA C22.2 no. 113 Standard applicable to ventilators

-« Complies with CSA C444 requirements regulating the installation of
Heat Recovery Ventilators

« Technical data was obtained from published results of tests relating
to CSA C439 Standards

« HVI certified



Dimensions: VENmAR Kusix™ HRV
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NOTE: All units ports were created to be connected to ducts having
a minimum of 4” diameter, but if need be, they can be
connected to bigger sized ducts by using an appropriate
transition (e.g.: 4" diameter to 5” diameter transition).

SPECIFICATIONS

- Model: Kubix™ HRV
- Part Number: 44100
« Total Assembled Weight (including

polypropylene core): 30 Ib. (13.6 kg)

« Round 4" ports

+ Drain: 1/2"(1.2 cm) fitting with
10 ft. (3 m) PVC drain hose

. Core filters: 2 washable foam filters,

« Housing: Pre-painted steel

« Insulation: Expanded polystyrene
+ Mounting:  Suspension by chains and
spring or optional

wall bracket

« Supply and Exhaust Blower Motor: 1 motor
- Protection type: Thermally protected

« Speed Control on Unit:
- Low speed and Standby
- Other modes available
with auxiliary wall controls
+ Heat Recovery core:
- Heat Exchange Surface Area: 42.3 ft (3.9 m?
- Type/Material: Crossflow/Polypropylene
« Unit Electrical Characteristics:

9.2"x5.75"x 0.38" - Insulation class: B Volts  Frequency Ampere Watts
(23.4cmx16.6cmx 1 cm) 120 60 Hz 0.5 60
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